
FEATURES
 17” Panel PC Max. Res. (1080 x 1024)

   Intel® Socket P Core™2 Duo processor with FSB 
   667/800/1066 MHz


  
 

5.25" ESB, GX1-300MHz Embedded SBC     
 

LCD/CRT VGA, LAN, Audio & TV Out

   

AUDA-P17WS
 17” Panel PC support Intel® Socket P Core™ 2 Duo 
 Processor and DDR3 SO-DIMM up to 4G 







Intel® GM45 and ICH9M Chipset

With Fan Design

1 x 204pin SO-DIMM DDR3 up to 4G
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 1 x 2.5” SATA HDD

I/O Ports 

AUDA-P17WS
17” Pancel PC support Intel Socket P Core 2 Duo CPU

 
 1 x CF slot on board

 
 4 x RJ-45 Ports

SYSTEM
CPU

 

CD ROM
OS Support Windows® XP Pro, XP Embedded, Windows7

Intel® Socket P Core™2 Duo Processorwith FSB 667/800/1066 MHz

1 x DB9 RS232 (COM 1) connector
2 x RJ45 Ports (GbE)
2 x LAN by USB to LAN (Fast Ethernet 10/100)
6 x USB
1 x DB15 VGA

System Memory
Chipset Intel® GM45 + ICH9M

1 x 204pin SODIMM DDR3 up to 4G

Outside I/O ports

SSD / CF 1 x 2.5 SATA HDD / 1 x Internal CF slot
1 x SATA Slim DVD/RW 8x

Mechanical
Construction Plastic

IP Rating IP 65

Mounting VESA 100x100 mm, 75x75 mm

Dimension 385 (W) x 318 (H) x 74.4 (D) mm

Power Supply DC 19V Power Input

Operating Temperature Operating 0°C to 50°C, Storage -20°C to 60°C  

LCD
Display Type 17” TFT LCD

Max. Resolution 1080  x 1024

Max. Color 16.7M

Luminance 380

View Angle H: 170/ V: 168

Backlight Lifetime 50,000 hrs

Touch Screen Resistive Type

Light Transmission 80%

Storage Humidity 10~90% @40°C non-condensing

Certificate Meet CD/FCC Class A


